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Model Platform Max. Install Bed Height
Plus Ramp Capacity Weight Range

TT12-Shown with standard deckplate platform

TT12
• Application: Pickup trucks and service bodies
• Gravity lowering with manual close platform
• Tow rated bumper - 5,000 lbs. pull, 500 lbs. tongue weight
• Dual stow latches
• Enclosed cylinder and power unit
• Meets all TMC electrical requirements
• Skid resistant steel diamond plate platform and threshold
• Optional expanded metal, extruded aluminum, bar grate, and two

piece platforms available
• Optional ET, EPB, or remote pendant control

TT12E

TT15 ET

27" - 36"

30" - 45"

53" x 26" + 5"
56" x 26" + 5"
60" x 26" + 5"
49" x 26" + 5"
53" x 26" + 5"
56" x 26" + 5"
60" x 26" + 5"
49" x 26" + 5"
53" x 42" + 5"
56" x 42" + 5"
60" x 42" + 5"

477
491
501
497
508
523
534
606
619
658
671

1250

1500

1500

Toplifter Tailgates

TT15-Shown with optional 2 piece aluminum
extruded platform, and lights in the bumper

TT15
• Application: Pickup trucks and service bodies
• Gravity lowering with manual close platform
• Dual stow latches
• Enclosed cylinder and power unit
• Meets all TMC electrical requirements
• Skid resistant steel diamond plate platform
• Low maintenance replaceable bushings and non-rotating Nitrotec pins
• Dual lifting cylinder design w/adjustable rod & clevis
• Optional expanded metal, extruded aluminum, bar grate, and two

piece platforms available
• Optional EPB, or remote pendant control available
• Optional light kit located in bumper

TT15-Travel position with standard deckplate platform
and 2 piece bumper with lights

E-Electric with Manual Control
ET-Electric with Toggle Switch Control
EPB-Electric with Pushbutton Control TT15-shown with optional two piece aluminum

extruded platform, less bumper for hitch installationHIEMAN



Model Platform Max. Install Bed Height
Plus Ramp Capacity Weight Range

TT16/20RM
• Application: van bodies, flat beds, tire service bodies, and wide service bodies
• Gravity lowering with torsion assisted platform opening and closing
• Dual stow latches
• Enclosed cylinder and power unit
• Meets all TMC electrical requirements
• Skid resistant steel diamond plate platform and threshold
• Low maintenance replaceable bushings and non-rotating Nitrotec pins
• Dual lifting cylinder design w/adjustable rod & clevis
• Optional expanded metal, extruded aluminum, bar grate, and two piece platforms available
• Optional EPB or remote pendant control, power down
• Optional built in light kit
• Optional fold down tire rack

TT16RM ET 30" - 50"

80" x 30" + 5"
86" x 30" + 5"
80" x 36" + 5"
86" x 36" + 5"
80" x 32" + 6"*
86" x 32" + 6"*
80" x 38" + 6"*
86" x 38" + 6"*
80" x 44" + 6"*
86" x 44" + 6"*

700
720
730
750
540
560
570
585
590
600

1600

TT20RM ET 30" - 50"

80" x 30" + 5"
86" x 30" + 5"
80" x 32" + 6"*
86" x 32" + 6"*

720
740
560
580

2000

Toplifter Tailgates

*-Aluminum Extruded Platform
ET-Electric with Toggle Switch Control
EPB-Electric with Pushbutton Control

TT16 with optional aluminum
extruded platform and built in light kit

HIEMAN

TT16-travel position with optional aluminum
extruded platform and built in light kit



Model Platform Max. Install Weight Bed Height
Plus Ramp Capacity Range

M with standard deckplate platform

M16, 20, 25, 30
• Application: Van bodies, stake bodies, and trailers
• Pre-assembled pump and cylinder
• Low maintenance replaceable bushings and non-rotating

Nitrotec pins
• Torsion spring assisted folding
• Heavy duty reinforced spacer
• Standard snubber kit to prevent wear during transit
• Meets all TMC electrical requirements
• Optional receiver hitch bracket (M20, 25, 30)
• Optional EPB, remote pendant or power down
• Optional low bed version
• Optional 42" deep wedge platform (M16, 20, 25)
• Optional aluminum extruded platform
• Optional aluminum retention ramp
• Optional rear impact guard (FMVSS 223)

M16ET
M16ET
M16ET
M16ET
MLB16ET
M20ET
M20ET
M20ET
M20ET
MLB20ET
M25ET
M25ET
M25ET
M25ET
MLB25ET
M30ET
MLB30ET

37" - 54"
37" - 54"
37" - 54"
45" - 54"
34" - 39"
37" - 54"
37" - 54"
37" - 54"
45" - 54"
34" - 39"
38" - 54"
38" - 54"
38" - 54"
45" - 54"
34" - 39"
38" - 54"
34" - 39"

72" or 84" x 36" + 6"
72" or 84" x 42" + 6"
72" or 84" x 42" + 10"
72" or 84" x 42" Wedge
72" or 84" x 32" + 5"
72" or 84" x 36" + 6"
72" or 84" x 42" + 6"
72" or 84" x 42" + 10"
72" or 84" x 42" Wedge
72" or 84" x 32" + 5"
72" or 84" x 36" + 6"
72" or 84" x 42" + 6"
72" or 84" x 42" + 10"
72" or 84" x 42" Wedge
72" or 84" x 32" + 5"
72" or 84" x 36" + 6"
72" or 84" x 32" + 5"

1600

2000

2500

3000

Stow-Away Tailgates

M shown in transit position

M shown with optional 42" deep platform & retention ramp

ET-Electric with Toggle Switch Control
EPB-Electric with Pushbutton Control

M shown with optional wedge style platform

766 or 805 lbs
780 or 820 lbs
786 or 825 lbs
759 or 798 lbs
750 or 789 lbs
781 or 820 lbs
795 or 830 lbs
801 or 840 lbs
774 or 813 lbs
765 or 804 lbs
906 or 940 lbs
920 or 950 lbs
926 or 960 lbs
899 or 933 lbs
890 or 924 lbs
921 or 955 lbs.
905 or 939 lbs.

HIEMAN

New! 3000# Capacity

New!



Model Load Approx. Bed Height
Capacity Install WL Range

MDC30ET
MDC30ET
MDC30ET
MDC25ET
MDCLBET

42" to 54"
45" to 54"
38" to 54"
45" to 54"
38" to 45"

72" or 84" x 42" + 6"
72" or 84" x 42 wedge
72" or 84" x 42 + 10 Ret. Ramp
72" or 84" x 48 wedge (St/Alum)
72" or 84" x 48 wedge (St/Alum)

908 or 946

3000 lbs.
3000 lbs.
3000 lbs.
2500 lbs.
2500 lbs.

Stow-Away Tailgates

Model Platform Max. Install Bed Height
Plus Ramp Capacity Weight Range

ST25ES
ST30ES

42" - 54"72" x 36" + 6"*
72" x 36" + 6"*

711
765

2500
3000

ES-Electric with Manual Control, Power Down
EST-Electric with Toggle Switch Control, Power Down
ESPB-Electric with Pushbutton Control, Power Down
*-Standard Aluminum Platforms HIEMAN

ET-Electric with Toggle Switch Control

ST25, 30
• Application: van bodies and stake bodies
• Meets all TMC electrical requirements
• Wide lift arm design
• Dual stow latches
• Optional EST, ESPB, remote pendant
• Optional cylinder rod and clevis

MDC 25, 30
• Application: Van bodies, stake bodies, and trailers
• Dual cylinder
• Pre-assembled pump and cylinder
• Low maintenance replaceable bushings and non-rotating Nitrotec pins
• Torsion spring assisted folding
• Heavy duty reinforced spacer
• Standard snubber kit to prevent wear during transit
• Meets all TMC electrical requirements
• Optional EPB, remote pendant or power down
• Optional aluminum retention ramp
• Optional aluminum platform

Platform

NEWNEW



Model Platform Max. Install Weight Bed Height
Plus Ramp Capacity Range

ST31

ST31,40
• Application: van bodies, stake bodies, and trailers
• Torsion spring assisted folding
• Meets all TMC electrical requirements
• Wide lift arm design
• Dual stow latches
• Optional EPB, remote pendant or power down
• Standard snubber kit to prevent wear during transit
• Low maintenance replaceable bushings and non-rotating Nitrotec pins

(ST40 only)
• Optional rear impact guard (FMVSS 223)
• Standard power down (ST40)
• Adjustable cylinder rod and clevis

ST31ET
ST40EST
ST40EST

48" - 56"
84" x 40" + 10"
84" x 40" + 10"
84" x 52" Wedge

3100
4000
3300

Stow-Away Tailgates

ST40 with optional
wedge style platform

ET-Electric with Toggle Switch Control, Gravity Down
EST-Electric with Toggle Switch Control, Power Down
EPB-Electric with Pushbutton Control, Gravity Down
ESPB-Electric with Pushbutton Control, Power Down

922
1050
1045

HIEMAN



LRST40
• Application: van bodies, stake bodies and trailers
• Self leveling action
• Extruded aluminum full taper platform
• Torsion spring assisted folding
• Meets all TMC electrical requirements
• Outer lift arm design
• Dual cylinder lifting w/adjustable rod and clevis
• Dual stow latches
• EST, ESPB, or optional remote pendant
• Standard snubber kit to prevent wear during transit
• Low maintenance replaceable bushings and non-rotating Nitrotec pins
• Standard pump enclosure
• Optional rear impact guard (FMVSS 223)
• Optional foot activated cart stop

Level Ride Stow-Away Tailgates

SL15,20
• Application: van bodies, stake bodies and trailers
• Dual spring assisted folding
• Meets all TMC electrical requirements
• Wide lift arm design
• Dual cylinder lifting w/adjustable rod and clevis
• Optional ESPB or remote pendant
• Up to 10" rub rail clearance
• Low maintenance replaceable bushings and

non-rotating Nitrotec pins
• Level ride extruded aluminum platform
• Standard power down
• Optional automatic cart stop
• Optional retractable ladder

Sideloader Tailgates

Model Platform Max. Install Bed Height
Plus Ramp Capacity Weight Range

SL15 EST-6

SL20 EST-6

SL15 EST-10

SL20 EST-10

42" - 54"
42" - 54"
42" - 54"
42" - 54"
48" - 56"
48" - 56"
48" - 56"
48" - 56"

48" x 36" + 8"
60" x 36" + 8"
48" x 36" + 8"
60" x 36" + 8"
48" x 36" + 8"
60" x 36" + 8"
48" x 36" + 8"
60" x 36" + 8"

669
700
674
705
682
710
687
715

1500
1500
2000
2000
1500
1500
2000
2000

EST-Electric with Toggle Switch Control, Power Down
ESPB-Electric with Pushbutton Control, Power Down

Model Platform Max. Install Bed Height
Capacity Weight Range

LRST40 EST
LRST40 ESPB

46" - 56"
46" - 56"

80" x 60"
80" x 60"

1450
1450

4000
4000

EST-Electric with Toggle Switch Control, Power Down
ESPB-Electric with Pushbutton Control, Power Down

HIEMAN



Model Available Platforms Bed Height
Plus Ramp Range

TWL125,16,20
• Application: van bodies and stake bodies
• Cam activated power close platform
• Meets all TMC electrical requirements
• Latch chains for transit
• Adjustable cylinder rod and clevis
• Optional EPB, remote pendant or power down
• Optional expanded metal and aluminum platforms

WT20 EST
WT30 EST
WT40 EST

84" x 36" + 10"
90" x 36" + 10"
90" x 42" + 10"
90" x 48" + 10"

40" - 54"

Conventional Tailgates

ETM-Electric with Toggle Switch Control, Gravity Down, Manual Close
EST-Electric with Toggle Switch Control, Power Down
ESPB-Electric with Pushbutton Control, Power DownHIEMAN

Model Platform Max. Install Bed Height
Plus Ramp Capacity Weight Range

TWL125 ET
TWL125 ET
TWL125 ET
TWL16 ET
TWL16 ET
TWL16 ET
TWL20 ET
TWL20 ET
TWL20 ET

33" - 47"
33" - 47"
33" - 47"
37" - 52"
37" - 52"
37" - 52"
37" - 52"
37" - 52"
37" - 52"

66" x 26" + 8"
78" x 32" + 8"
84" x 32" + 8"
78" x 32" + 8"
84" x 32" + 8"
90" x 32" + 8"
78" x 32" + 8"
84" x 32" + 8"
90" x 32" + 8"

436
531
546
561
576
596
564
579
599

1250
1250
1250
1600
1600
1600
2000
2000
2000

WT20,30,40
• Application: van bodies and stake bodies
• Cylinder power close platform on some models
• Meets all TMC electrical requirements
• Latch chains for transit
• Bushings at major pivot points
• Adjustable cylinder rod and clevis
• Optional expanded metal and aluminum platforms



TVL125,16,20,30
• Application: van bodies, stake bodies, cutaways, and step vans
• Torsion spring assisted folding
• Meets all TMC electrical requirements
• Fully enclosed pump and cylinder
• Stainless steel lined rails
• Auto safety latch system
• Optional EPB or remote pendant
• Optional above bed and low bed capability
• Low maintenance replaceable bushings at major pivot points
• Level ride steel and extruded aluminum platforms
• Optional retention ramps and foot activated cart stops
• Optional bottle gas cage
• Optional built in light kit
• Optional aluminum frames available
• Optional two piece platforms for dock loading
• Optional roller sliders

Medium Duty Railgates

HIEMAN

Model Platform Platform Max. Capacity Bed Height
Widths** Depths** Range*

TVL125
TVL16
TVL20
TVL30

32" - 56"75, 85, 90, & 95
30, 36, 42,
48, 54, 60,

66, 72

* Bed height range varies with each model
** Other sizes available as special order

1250
1600
2000
3000



VL30,40,50
• Application: stake bodies, van bodies, and trailers
• Power cam close folding
• Meets all TMC electrical requirements
• Fully enclosed pump and cylinder
• Dual safety latch system
• Optional EPB or remote pendant
• Standard cable brake for added safety
• Low maintenance replaceable bushings at major pivot points
• Level ride steel platform
• Optional retention ramps
• Optional fold down bottle gas cage, bar grate, 36" & 42" deep
• Optional auto cart stop

Heavy Duty Railgates

HIEMAN

Model Platform Platform Max. Capacity Bed Height
Widths* Depths* Range

VL30 ET
VL40 ET
VL50 ET

44" - 55"90 or 96
30, 36, 42,

60, 72

* Platforms 30", 36" & 42" deep are one piece, 60" & 72" are two piece bi-folding.

3000
4000
5000



TDR44,55,66
• Application: van bodies and trailers
• Direct hydraulic cylinder lifting
• Dual cylinder folding
• Meets all TMC electrical requirements
• Fully enclosed pump w/slide out tray
• Dual safety latch system and auto stow latch
• Low maintenance replaceable bushings at major pivot points
• Greaseable platform hinge pins
• Level ride steel platforms
• Built in taillights
• Safety cut-off switch
• Rail reinforcement for dock loading
• Optional hand pump
• Optional retention ramps and auto cart stops
• Optional 102" wide
• Optional aluminum platforms
• Optional dual pump and motor

Heavy Duty Railgates

HIEMAN

Model Platform Max. Install Bed Height
Plus Ramp Capacity Weight Range

TDR44
TDR44
TDR44
TDR55
TDR55
TDR55
TDR66
TDR66
TDR66

40" - 60"

80" x 62" + 15"
80" x 74" + 15"
80" x 86"
80" x 62" + 15"
80" x 74" + 15"
80" x 86"
80" x 62" + 15"
80" x 74" + 15"
80" x 86"

2340
2370
2400
2385
2415
2445
2430
2460
2490

4400
4400
4400
5500
5500
5500
6600
6600
6600
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