
INSTALL  
OPTIONS:

SUPER DUTY  
DUMP BODIES

• Dump Hoist — Electric or PTO

• Rear Hitch Plate or Hitch Receiver

• Underbody Toolboxes

• Backup Alarms

• ICC Bar

• Brake Controllers 

• Trailer Connectors

• Load Tarps — Manual or 12V 

DB7000

SHOWN EQUIPPED WITH 
• 12' Super Duty Dump Body, 36" Sides
• Standard Cab Shield
• Tailgate Metering Chute
• Hydraulic Front Mount Telescopic Hoist
• 3⁄4" Pintle Hitch Plate
• Truck Step — 2 Rung Retractable Bolt-on

• ICC Bar
• Spreader Apron 
• Underbody Toolbox — Steel 18x18x36
• 25⁄16" Combo Pintle Hitch

• Backup Alarm
• Brake Controller
• Trailer Connector
• Pull-Style Spring Return Tarp Kit

5–9 YARD  
DUMP BODIES



www.shtruckbodies.com     6 1 0 . 2 7 3 . 0 1 5 7     

OPTIONS:
• 123⁄8" x 131⁄2" tailgate metering chute

• 36" or 48" cab shield

• Custom sizes

• Dump hoists — electric or PTO

• Load tarps — manual or 12V

• Spreader apron

Super Duty Dump Bodies
Standard Specifications & Options 

Body Standard Features:
• 7" x 9.8 lb. structural channel long sills

• 4" structural channel cross members 12 o.c.

• 7 ga. steel floor

• �7 ga. side walls with boxed tubing top rail and 
10 ga. vertical braces

• �18" cab shield, with brackets for side boards  
(various heights available)

• �Rear posts 10" higher than sides with 
brackets for side boards

Tailgate Standard Features:
• Constructed with 7 ga. steel

• �Fully boxed frame with two 10 ga. horizontal 
and two 10 ga. vertical braces

• Standard height 10" higher than sides

• Top pivot is bolt-in pin style

• �Bottom has dump latch with release lever  
at driver’s side

• �Standard with spreader chains and banjo eye 
chain holders on rear posts 

Standard Length and Approximate Body Weight/Cubic Yards capacity*

Length 10' 11' 12'

24" Sides 2784/5.33 2957/5.87 3145/6.40

30" Sides 2955/6.67 3135/7.34 3336/8.00

36" Sides 3126/8.00 3313/8.81 3527/9.61

Metering Chute 
and Spreader Apron 

• �LED dump body light kit includes marker & clearance 
lights and one stop/turn/taillight per rear corner post 
with wiring harness. Meets (FMVSS108)

• Available with 24", 30", or 36" sides

• Standard width 96" outside

• Inside width 861⁄2"

• Primed and painted black (other colors available) 

*Tailgate adds 3” to overall length 


