
INSTALL  
OPTIONS:

• Dump Hoist — Electric  or  PTO

• Rear Hitch Plate or Hitch Receiver

• Underbody Toolboxes

• Backup Alarms

• Brake Controller 

• Trailer Connectors

• Load Tarps — Manual  or  12V

• ICC Bars

• Lift gates 

Landscape/ 
Trash BodiesLB3000

Heavy-Duty  
Dump Body for  
Hauling Mulch,  

Wood Chips,  
Trash, Etc. 

SHOWN EQUIPPED WITH 
• �9' Body with 18" Cab Shield
• 42" Sides with Curbside Door
• Electric Hoist
• 3⁄4" Pintle Hitch Plate
• Brake Controller
• ICC Bar 

• �8 Ton Pintle Combo 
Hitch

• Backup Alarm
• Manual Tarp Kit
• Underbody Toolbox



www.shtruckbodies.com     6 1 0 . 2 7 3 . 0 1 5 7     

OPTIONS:
• �Full rear 10' drop light apron, 2 oval stop/

turn/tail lights and 1 reverse light per side 
plus marker, clearance and license plate 
lights with wiring harness

• �Cab shield — 
Standard sizes, 18", 36", & 48"

• �50" curbside door with dual cam  
latch system

• Custom heights on sides and bulkhead

• Custom width and length

LB3000 LANDSCAPE / TRASH BODIES
Standard Specifications & Options 

Shown with optional curbside 
door and cab shield 

• �3⁄4" LED marker and clearance light kit meets 
(FMVSS108) Includes wiring harness

• �Primed and painted black,  
(other colors available)

• Standard width 96" outside

• 89 1⁄4" inside width 

• �Structural channel long sills — 
8’6" - 11’6"  •  6" x 8.2 lb. channel 
12’6" - 16’6"  •  7" x 9.8 lb. channel

• 3" 10 ga. formed channel cross-members 12" o.c.

• 4" structural channel rear rail

• 10 ga. smooth steel floor with formed side rails

• �42" high weld-on bulkhead and sides 
constructed with 12 ga. sheet, box tubing 
uprights 24" o.c. and box tubing top rail,  
other heights available

• 1⁄4" x 2" rub rail (full length both sides)

• �Barn door style tailgates with dual cam  
latch system 

Standard Outside Length and Approximate Weight in Pounds*

Length 8'6" 9'6" 10'6" 11'6" 12'6" 14'6" 16'6"

Weight 1764 1921 2048 2206 2371 2662 2954

*Rear hinge and latch system adds 21⁄2" to overall length
*Inside length approximately 51⁄2" less than outside 

• Dump hoist — electric or PTO

• Load tarps, manual or 12V

• ICC Bar 

• �Super Duty Landscape Body includes same 
specs as the Heavy Duty Landscape Body, 
except that it has a 7 ga. floor and 3" structural 
channel cross members and 10 ga. side walls

• �30" high rear barn doors (Recommended for  
use with optional chipper top)

See separate page for Chipper Top 


