
INSTALL  
OPTIONS:

• Underbody Toolboxes

• Backup Alarm

• Brake Controller

• Trailer Connector

LBO-2000

The landscaper’s rugged beaver tail and fold-down ramp  
let you drive equipment on and off your landscape truck 

SHOWN EQUIPPED WITH
• �20' Landscaper Body  

with 4' Beaver Tail
• Fold Down Sides
• 2" Hitch Receiver 
• Trailer Connector
• Backup Alarm 

BEAVER TAIL 
LANDSCAPE BODIES
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OPTIONS:
• Custom designed to your specifications

• Mesh shelf under toolbox

• Fold down sides

• Shovel/Weed Eater rack

LBO-2000 BEAVERTAIL LANDSCAPE BODIES
Standard Specifications & Options 

• 4" Structural channel long sills

• 3" Formed channel cross members — 12" centers

• 1⁄8" Diamond plate floor, including beaver tail 

• �60" High 11⁄2" steel tubing and mesh bulkhead 
with 18" side returns and built-in 24" high 
storage box with lockable drop down door

• Perimeter wall — 11⁄2" steel tubing

• 18" High expanded metal permanent-mount sides

Standard Overall Length and Approximate Weight in Pounds*

Length 15’ 16’ 18’ 20’

Weight 2219 2312 2510 2707

• �72" Long (92" wide) expanded metal spring-assisted  
loading ramp

• 4 D-rings on floor per side (more optional)

• Primed and painted black (other colors available)

• 4' rear beaver tail with 12" drop

• �6" LED oval stop/turn/tail and reverse lights with  
marker and clearance light kit. Meets (FMVSS108).  
Includes wiring harness. 

*Length includes 4' rear beaver tail and front bulkhead 

• �2" Hitch receiver with ICC bumper — 
includes D-rings and 7 pin RV-style 
trailer connector

• Split rear ramps

• Mesh on beaver tail for traction 


